APPENDIX L 1

Required Health and Safety Training Summary

Note: The need for the following training should be determined by first conducting a job safety analysis 





Accident Prevention Signs/Tags


Comm, 1910.145



Initial/Periodic




Asbestos 


Comm, 1910.1001


Employees exposed at or above PEL and/or excursion limit


Initial/Annual 







Authorized entrants/attendants


Initial/ Periodic/ Change in duties and permit space operations




Comm, 1910.332


Initial/Periodic






Initial/Periodic






Fall Protection


Comm, 1926.503


All exposed workers






Flammable /Combustible Liquids


Comm, 1910.106(b)


Initial/Periodic




Formaldehyde




Hazardous Waste 


Comm, 1910.120(e)




Initial/Periodic/When hazard changes





Comm, 1926 Subpart N 




Lead 


Comm, 1910.1025


Employees exposed to lead at or above action level 












Comm, 1910.132(f)


Initial Use  

Change in work place or PPE




Comm, 1910.66(i)



	Powered Industrial Trucks 
	Comm, 1910.178(l)
	All potential operators of forklifts and other PITs
	Initial/Refresher every 3 years

If the operator is in an accident or changes occur in the workplace or type of truck used








Comm, 1910.94

	
	Employees working around open surface tanks
	Initial/Periodic
	



	Working and Walking Surfaces
	Comm, 1910 Subpart D
	All exposed worker


	Initial/Periodic

Change in worksite/equipment


Note:  
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Training in the Frequency Column which is in bold print is required by the Standard.  The term periodic training generally means training that occurs at regular intervals i.e. 1 to 3 years.  Annual refresher training is recommended in order to maintain the understanding/skill level required by most performance-based standards. All training must be documented.  

