LABELING FORMAT:

OUTLET FOR WALL SEE NOTE
MOUNTED TELEPHONE /
O 1.D. I.D.
ADHESIVE
- NUMBER INDICATES
LABEL .D. FACEPLATE
POSITION
3|4
MOUNTING
LUG (1 OF 2) T—_ D
W X TV
~~_CONFIGURATION (SEE SCHEDULE)
(TYPICAL)
APPLICATION TYPE
BY FACEPLATE POSITION
CABLE AND CONNECTOR TYPE BY APPLICATION
SCHEDULE

CONFIGURATION (X) 1 2 3 4 NOTES CABLE CONNECTOR TYPE

W DATA DATA 4-PAIR UTP | 8P8C MODULAR (RJ45)

2 DATA | DATA |BLANK | BLANK VOICE 4-PAIR UTP | 8P8C MODULAR (RJ45)

4 DATA | DATA | DATA | DATA WAP 4-PAIRUTP | 8P8C MODULAR (RJ45)

CATV RG-6 COAX F-TYPE
WAP WAP | WAP 2.3
TV CATV

GENERAL NOTES

1.

REFER TO FLOOR PLANS FOR DEVICE QUANTITIES AND LOCATIONS.
2. PROVIDE REMOVABLE BLANK INSERT(S) FOR ALL UNUSED FACEPLATE PORTS.
3. REFER TO SPECIFICAITON SECTION 27 05 53 FOR LABELING FORMAT.

SCHEDULE NOTES

1.

PROVIDE STAINLESS STEEL FACEPLATE WITH MATING LUGS FOR WALL MOUNTED TELEPHONE.
2. LOCATION FOR OWNER PROVIDED WIRELESS ACCESS POINT. PROVIDE SLACK (EACH CABLE)

AT THE NEAREST CABLE SUPPORT FOR POSSIBLE RELOCATION.

3. FACEPLATE NOT SHOWN.
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