ENCLOSURE ATTACHED TO UNISTRUT —={

MOUNTED ON POSTS OR REMOTE
STRUCTURE, FOR EXAMPLE.

RIGID METAL CONDUIT (RMC) EXPANSION
JOINTS (TYP) TO ALLOW FOR EARTH
MOVEMENT PER NEC 300.5(J).
EXPANSION JOINTS SHALL BE INTERNAL
GROUNDING TYPE PER DFD SPEC
SECTION 26 05 33. EXTERNAL BONDING
JUMPERS ARE NOT ALLOWED.

GRADE.

EXTERIOR ELECTRICAL BOX,

CABINET, CONDULET,
ENCLOSURE, OR PANEL,
I ETC. -

,——— EXPOSED OUTDOOR RMC CONDUIT PER DFD

SPEC SECTION 26 05 33.

L ——— CONDUIT EMERGING FROM GRADE SHALL

BE RMC CONDUIT PER DFD SPEC
SECTION 26 05 33 (TYPICAL).

EXTERIOR WALL OF
BUILDING OR STRUCTURE.

EXTERIOR ELECTRICAL BOX,
CABINET,
ENCLOSURE, OR PANEL,

ETC.

RIGID METAL CONDUIT (RMC)
EXPANSION JOINTS (TYP) TO
ALLOW FOR EARTH MOVEMENT

PER NEC 300.5(J). EXPANSION vd
JOINTS SHALL BE INTERNAL T
GROUNDING TYPE PER DFD

SPEC SECTION 26 05 33. =
EXTERNAL BONDING JUMPERS

ARE NOT ALLOWED. P4

REMOTE STRUCTURE EXAMPLE

CONDULET,

GRADE.

)

BUILDING INTERIOR.

EXPOSED QUTDOOR RMC CONDUIT PER DFD
SPEC SECTION 26 05 33.

CONDUIT EMERGING FROM GRADE SHALL
BE RMC CONDUIT PER DFD SPEC
SECTION 26 05 33 (TYPICAL).

TRANSITION TO CONDUIT
EMERGING FROM GRADE
PER DFD SPEC SECTION
26 05 33.
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WALL —MOUNTED ENCLOSURE EXAMPLE

CONDUIT EMERGING FROM GRADE
WITH EXPANSION JOINT DETAIL

®

SCALE: NOT TO SCALE

26 05 33—-1

CONDUIT EMERGING FROM GRADE WITH EXPANSION JOINT DETAIL
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