FURNITURE PARTITION

FURNITURE PARTITION
POWER WHIP FURNISHED
WITH PARTITION,

LIQUID—TIGHT FLEXIBLE
NON—METALLIC CONDUIT
(LFNC) FURNISHED AND -

COMMUNICATION RACEWAY

INSTALLED BY E.C. WHIP
CONNECTION FITTINGS TO
POKE—THRU FURNISHED
AND INSTALLED BY E.C.

INSTALLED BY E.C.
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120 VOLT POKE-THRU.
FIRE RATING OF
POKE-THRU SHALL
MEET OR EXCEED THE
FIRE RATING OF THE i
FLOOR.

120V CIRCUIT(S) TO
RESPECTIVE PANELS,
IN CONDUIT. NOTE:
THE USE OF MULTI—
WIRE SINGLE PHASE
BRANCH CIRCUITS
WITH A COMMON
NEUTRAL IS NOT
PERMITTED.

\CONCRETE

FLOOR

COMMUNICATIONS 4/

POKE—-THRU. FIRE RATING
OF POKE-THRU SHALL
MEET OR EXCEED THE FIRE
RATING OF THE FLOOR.

CORE CONCRETE FLOOR.
CORE SIZE SHALL BE PER
MANUFACTURER’S GUIDELINES.

PROVIDE REDUCER
WHERE REQUIRED.

COMMUNICATIONS

CABLES CABLES TO BE INSTALLED

IN- CONDUIT IN EXPOSED
CEILING AREAS OR WHERE
OTHERWISE REQUIRED.
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