# 4 REBAR REINFORCING
- 12" O.C. BOTH WAYS, TIE
|~ AT CROSSING POINTS.

4 — 4 8" THICK PAD WITH 2"
‘/_ CHAMFER ALL SIDES. TOP
SURFACE SHALL BE 4" AFG.

1/0 COPPER WIRE | | - — | | 1/0 COPPER WIRE BOND TO

\ =~ / © @ @ TRANSFORMER ENCLOSURE
| T

GROUND ROD, 3/4" x 10'
SPACE GROUND RODS
MINIMUM OF 6' APART

NOTES:

1. VERIFY PAD DIMENSIONS WITH MANUFACTURER'S SHOP
DRAWING PRIOR TO CONSTRUCTION. CONCRETE PAD TO
EXTEND 12” BEYOND TRANSFORMER ENCLOSURE AND COOLING
FINS IN ALL DIRECTIONS.

2. FORM PAD ON A FIRM DRY GRAVEL BASE. BASE SHALL BE 6”
MINIMUM COMPACTED GRAVEL ON UNDISTURBED SOIL. IN
AREAS OF DISTURBED OR UNSUITABLE SOIL, PIER FOOTINGS
SHALL BE REQUIRED.

5. CONCRETE SHALL HAVE A MINIMUM STRENGTH OF 3000 PSI
IN 28 DAYS. MOIST CURE CONCRETE FOR 7 DAYS BEFORE
SETTING TRANSFORMER.
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