BOND PER NEC ARTICLE
410.30(B)(5). \

GROUNDING CONNECTION TO
POLE. \

AWG #6 (MIN.) BARE
UFER GROUNDNG WRE

FROM POLE BASE.

CUTAWAY OF TYPICAL POLE

NOTES:

1.

/CONDUCTORS TO LUMINAIRE.
#10 AWG. COPPER
STRANDED TYPE XHHW-2 OR USE-2.

L — CIRCUIT TAGS, BOTH SIDES
OF ALL FUSES (TYPICAL).

|__— IN-LINE DOUBLE POLE FUSE ASSEMBLY
(BUSSMAN HEB SERIES) 600V, WITH
LP—CC FUSE. SIZE FUSE FOR LUMINAIRE
IN-RUSH CURRENT. TAPE CRIMPED ENDS
OF FERRULES.

HANDHOLE AND COVER. APPLY
LUBRICANT SUCH AS
"ANTI-SEIZE” TO HANDHOLE
COVER SCREW.

[ 18" PIGTAIL BETWEEN
= CONNECTORS AND FUSE
HOLDERS.

\SILICONE GEL—FILLED WIRE NUT (TYP).

INSULATED CIRCUIT
CONDUCTORS COPPER
STRANDED TYPE XHHW-2 OR USE-2.

kALTERNATE PHASE CIRCUIT
CONDUCTOR PASSING
THROUGH THIS POLE.

ALTERNATE PHASES TO EACH LUMINAIRE (FOR
EXAMPLE. AB, BC, AC, AB, ETC.).

2. CONDUCTOR COLORS SHOWN ARE FOR EXAMPLE

ONLY. USE APPROPRIATE PHASE COLORS FOR EACH
CIRCUIT.

POLE CUTAWAY (480 VOLTS, 3 PHASE)

®
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