POLE BASE DIAMETER SHALL BE APPROXIMATELY EQUAL
TO THE POLE BOLT CIRCLE DIAMETER PLUS EIGHT
INCHES. INCREASE TO NEXT STANDARD SIZE SONOTUBE.

STUB CONDUIT(S) UP WITHIN
POLE DIAMETER.
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CONCRETE AND HARDWARE NOTES:
USE ANCHOR BOLTS FURNISHED BY POLE MANUFACTURER. VERIFY BOLT CIRCLE
DIAMETER WITH MANUFACTURER.
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2. APPLY “ANTI-SEIZE” LUBRICANT TO ALL ANCHOR BOLT THREADS.

3. USE #4 REBAR (TYPICAL).

4. THE EXPOSED SIDES OF THE CONCRETE BASE SHALL HAVE THE FORMS REMOVED AND
THE CONCRETE RUBBED OUT TO A SMOOTH FINISH.

5. THE TOP OF THE CONCRETE BASE SHALL HAVE A BRUSH FINISH.

6. PROVIDE 3/4” RADIUS BULLNOSE ON TOP EDGE OF CONCRETE.

CONDUIT AND BOX NOTES:

-

AT CONTRACTOR’S OPTION, CONTRACTOR MAY USE A CURVED LID J—BOX RECESSED IN
THE POLE BASE FOR ROUTING MULTIPLE CONDUITS TO/FROM A POLE. OTHERWISE
CONDUITS SHALL BE STUBBED OUT THE TOP OF THE CONCRETE BASE WITHIN THE
POLE DIAMETER.

2. WHEN USED, JUNCTION BOX SHALL FACE OPPOSITE TRAFFIC AND SNOW PLOWING.

3. PROVIDE A SPARE CONDUIT STUB AT EACH END—OF—LINE FIXTURE. SEE PLANS FOR
ADDITIONAL SPARE STUBS.

PROVIDE A BUSHING ON ALL EXPOSED CONDUIT ENDS.

PROVIDE ERICO EK16 DIRECT BURY CLAMP (OR EQUAL) AT TOP OF REBAR CAGE.
PROVIDE 23’ OF #4 BARE COPPER STRANDED GROUNDING ELECTRODE CONDUCTOR.
EXTEND 3’ OF CONDUCTOR OUT THE TOP OF POLE BASE FOR POLE GROUNDING.
SPIRAL 10’ MINIMUM OF CONDUCTOR AROUND OUTSIDE OF REBAR CAGE.

LOOP REMAINING CONDUCTOR AROUND REBAR CAGE AT BOTTOM OF POLE BASE IN
CONTACT WITH EARTH.
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