LUMINAIRE SCHEDULE

LUMINAIRE SCHEDULE

ABBREVIATIONS: DW = DRYWAL P = PENDANT S = SURFACE
ES = EXPOSED STRUCTURE PL = PLASTER W = WALL MOUNTED
LG = LAY-INGRID R = RECESS V = VARIES
LAMP DATA LUMINAIRE DRIVER CEILING | LUMINAIRE OPTIONS/ ACCEPTABLE SEE
DES. DESCRIPTION VOLT MOUNT
NO. TYPE MANUFACTURER CATALOG SERIES CODE TYPE DEPTH ACCESSORIES CODE # MANUFACTURERS NOTE #
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OPTIONS/ACCESSORIES CODE LISTING:
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DRIVER/BALLAST CODE LISTING: (SEE SPEC SECTIONS 26 51 13 & 26 56 29 FOR ADDITIONAL INFORMATION)

SEMI-SPECULAR REFLECTOR
LOW IRIDESCENT REFLECTOR

FLAT ALUMINUM DOOR FRAME - MITERED CORNERS
REGRESSED ALUMINUM DOOR FRAME

FLAT STEEL DOOR FRAME
SINGLE GASKET DOOR FRAME
DOUBLE GASKET DOOR FRAME

TRIPLE-GASKETED DOOR FRAME, LENS & BODY
ANTI-MICROBIAL PROTECTION PAINTED FINISH

DAMP LOCATION CONSTRUCTION

WET LOCATION CONSTRUCTION

STAINLESS STEEL TRIM & DOOR FRAME

WHITE MILLIGROOVE BAFFLE
BLACK MILLIGROOVE BAFFLE
FURNISH WITH SLOPE ADAPTER - VERIFY SLOPE

FURNISH WITH AUXILIARY EMERGENCY BATTERY PACK
FURNISH WITH WIRE GUARD

FURNISH CHAIN MOUNTING ACCESSORIES
FURNISH WITH RIGID PENDANT STEMS

FURNISH WITH SWIVEL CANOPY
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LED DRIVER, FIXED (NON-DIMMED). LED DRIVER MAY BE DIMMABLE, BUT DIMMING IS NOT REQUIRED FOR THIS FIXTURE.
LED DRIVER, STEP-DIM.

LED DRIVER, DIMMABLE TO 5%.
LED DRIVER, DIMMABLE TO 1%.

T8 PROGRAMMED START, NORMAL BALLAST FACTOR 0.87, <10% THD, SYLVANIA QUICKTRONIC HIGH EFFICIENCY SERIES, OR EQUAL BY ADVANCE OR UNIVERSAL.
T8 PROGRAMMED START, LOW BALLAST FACTOR 0.77, <10% THD, SYLVANIA QUICKTRONIC HIGH EFFICIENCY SERIES, OR EQUAL BY ADVANCE OR UNIVERSAL.
T8 PROGRAMMED START, LOW BALLAST FACTOR 0.71, <10% THD, SYLVANIA QUICKTRONIC HIGH EFFICIENCY SERIES, OR EQUAL BY ADVANCE OR UNIVERSAL.
T8 PROGRAMMED START, HIGH BALLAST FACTOR 1.2, <10% THD, SYLVANIA QUICKTRONIC HIGH EFFICIENCY SERIES, OR EQUAL BY ADVANCE OR UNIVERSAL.

T8 PROGRAMMED START, STEP-DIM, BALLAST FACTOR 0 .87/0.37, <10% THD, SYLVANIA QUICKTRONIC PROFESSIONAL SERIES, OR EQUAL BY ADVANCE OR UNIVERSAL.

T8 INSTANT START, NORMAL BALLAST FACTOR 0.87, <10% THD, SYLVANIA QUICKTRONIC HIGH EFFICIENCY SERIES, OR EQUAL BY ADVANCE OR UNIVERSAL.
T5HO PROGRAMMED START, 1.0 BALLAST FACTOR, <10% THD, SYLVANIA QUICKTRONIC PROFESSIONAL SERIES, OR EQUAL BY ADVANCE OR UNIVERSAL.
T5 PROGRAMMED START, 1.0 BALLAST FACTOR, <10% THD, SYLVANIA QUICKTRONIC PROFESSIONAL SERIES, OR EQUAL BY ADVANCE OR UNIVERSAL.

T4 COMPACT FLUORESCENT PROGRAMMED START, <10% THD, BY ADVANCE, OR EQUAL BY UNIVERSAL OR SYLVANIA.
HID LOW FREQUENCY ELECTRONIC UNIVERSAL VOLTAGE, ADVANCE e-VISION, OR EQUAL BY SYLVANIA OR UNIVERSAL.

CERAMIC METAL HALIDE (T-6) BALLASTS SHALL BE ADVANCE E-VISION SERIES OR APPROVED EQUAL.
PULSE START BALLAST AS MANUFACTURED BY SYLVANIA, UNIVERSAL, OR ADVANCE.

MULTI VOLT CORE AND COIL CWA TYPE BALLAST AS MANUFACTURED BY SYLVANIA, UNIVERSAL, OR ADVANCE.

GENERAL LUMINAIRE SCHEDULE NOTES:

SEE SPECIFICATIONS SECTIONS 26 51 13 & 26 56 29 FOR ADDITIONAL INFORMATION REGARDING LUMINAIRE AND INSTALLATION REQUIREMENTS. PROVIDE OPTIONS AND
ACCESSORIES REFERENCED BY THE COLUMN TITLED "OPTIONS/ACCESSORIES". MANUFACTURERS LISTED AS ACCEPTABLE SHALL MEET ALL REQUIREMENTS AND FEATURES

INDICATED. ACCEPTABLE MANUFACTURERS MUST MEET THE PHOTOMETRIC PERFORMANCE OF THE LISTED UNIT.

MANUFACTURER'S NAMES AND CATALOG NUMBERS ARE USED FOR QUALITY AND PERFORMANCE ONLY. LUMINAIRES AND OTHER ELECTRICAL DEVICES

MANUFACTURED BY OTHERS SHALL BE EQUALLY ACCEPTABLE PROVIDED THEY MEET OR EXCEED IN PERFORMANCE AND QUALITY AS SPECIFIED.

ONLY DRIVER/BALLAST SERIES IS INDICATED ON THIS SCHEDULE. REFER TO SPECIFICATIONS SECTIONS 26 51 13 AND 26 56 29 FOR FURTHER INFORMATION. EACH LUMINAIRE
SUBMITTAL SHALL BE PROVIDED WITH FULL DRIVER/BALLAST/LAMP INFORMATION.

ALL FLUORESCENT LAMPS/BALLASTS WIRED TO THE DIMMING SYSTEM SHALL BE BURNED-IN FOR A MINIMUM OF 100 HOURS PRIOR TO DIMMING SYSTEM SET-UP/PROGRAMMING.

EACH LED/FLUORESCENT LUMINAIRE SHALL BE SUPPLIED WITH QUICK DISCONNECTING MEANS FOR ALL DRIVERS/BALLASTS AS REQUIRED BY NEC 410.73. PROVIDE THOMAS
AND BETTS LD2 OR LD3 OR EQUAL.

LUMINAIRE SCHEDULE NOTES:

XXX.

21.  FURNISH WITH PHOTO CELL

22. FURNISH TRIM SUITABLE FOR USE WITH NARROW TEE CEILING GRID

23. CUSTOM PAINTED FINISH - COLOR AS SELECTED BY ARCHITECT
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